PROCEDURE FOR GLASS REPLACEMENT

MARINE WINDOW GLASS REPLACEMENT.

1. Please ensure the Window is not damaged (Mild Steel eaten away) or bend, etc then it will be futile to replace the glass as the Window needs to be replaced.

2. Please identify the Shape & Type of the Window as per the Enquiry Forms given.

3. Identify the Punching Marks indicating the Standard to which the window is manufactured.

4. Identify the Glass Thickness as marked on the frame or if the glass is not there the recess available to fit the glass alongwith the rubber.

5. Measure the width of the “Aluminum Glass Keep Frame”.

6. Make the template of the “ CLEARLIGHT SIZE OF THE WINDOW / SCUTTLE”.
7. Double check on the SIZE SHAPE, THICKNESS OF THE GLASS and WIDTH OF ALUMINIUM GLASS KEEP FRAME to be fitted with another person nearby to avoid any errors, as TOUGHENED GLASS IS NOT SUBJECT OF REWORKING.

8. Contact our approved vendor with the Glass Template and the same will be delivered in 15-30 days time, at our approved rates.
GLASS TEMPLATE MAKING  -  WINDOW :

1. Measure the approximate size of the Window.

2. Arrange for a big enough CHART PAPER, to cover the entire window alongwith a sharp paper cutter and Cello Tape.

3. Paste the Window from Outside of the Window along the Glass Keep Frame.

4. Cut the paper running alongside the keep frame of the glass.

5. Identify Template by mentioning the location of the Window in the Cabin, Deck and the Vessel Name and the person making the template for ease of communication.

MARINE SCUTTLE GLASS REPLACEMENT.

1. Please ensure that the Scuttle is not damaged (Mild Steel eaten away) or bend, etc as it will be futile to replace the glass as the Scuttle needs to be replaced.

2. Please identify the Type and the Series ( Heavy Medium or Light) of the Scuttle as per the Enquiry Forms given.

3. Identify the Punching Marks indicating the Standard to which the window is manufactured.

4. Identify the Glass Thickness as marked on the glass or if the glass is not there the recess available to fit the glass alongwith the rubber.

5. Make the template of the “ CLEARLIGHT SIZE OF THE SCUTTLE”.
6. Double check on the SIZE  and THICKNESS OF THE GLASS to be fitted with another person nearby to avoid any errors, as TOUGHENED GLASS IS NOT SUBJECT OF REWORKING.

7. Contact our approved vendor with the Glass Template and the same will be delivered in 15-30 days time, at our approved rates.
COMMERCIAL POINTS :

Any assistance in measuring the Glass can be provided on a chargeable basis. Our Technicians will come to your vessel when it is docked and measure the same. Fitting of the glass can also be done on chargeable basis. Any guidance over phone is free of charge. We believe if careful measurements are taken then anyone can make a good template.

